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1 About This Guide 1.1 Purpose

1 About This Guide

1.1 Purpose

The DK_START_GW1NZ-LV1FN32C615 V3.1 user manual consists
of the following four parts:

1. A brief introduction to the features and hardware resources of the
development board;

An introduction to the functions, circuits, and pinouts of each module;
Considerations for the use of development board;
An introduction to the usage of the FPGA development software.

1.2 Related Documents

The latest user guides are available on the GOWINSEMI Website. You
can find the related documents at www.gowinsemi.com:

1. DS841, GW1NZ series of FPGA Products Data Sheet

2. UG843, GW1NZ series of FPGA Products Package and Pinout User
Guide

3. UG842, GW1NZ-1 Pinout
UG290, Gowin FPGA Products Programming and Configuration Guide
5. SUG100, Gowin Software User Guide

1.3 Terminology and Abbreviations

The terminology and abbreviations used in this manual are as shown

in Table 1-1.
Table 1-1 Terminology and Abbreviations
Terminology and Abbreviations Meaning
FPGA Field Programmable Gate Array

DBUG393-1.0E 1(16)



http://www.gowinsemi.com/
http://cdn.gowinsemi.com.cn/DS841E.pdf
http://cdn.gowinsemi.com.cn/UG843E.pdf
http://www.gowinsemi.com.cn/DownLoadSoft/使用手册/UG103-1.06_GW1N系列FPGA产品封装与管脚手册.pdf
http://www.gowinsemi.com.cn/DownLoadSoft/使用手册/UG103-1.06_GW1N系列FPGA产品封装与管脚手册.pdf
http://cdn.gowinsemi.com.cn/UG842E.pdf
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http://cdn.gowinsemi.com.cn/SUG100E.pdf
http://www.gowinsemi.com.cn/DownLoadSoft/使用手册/SUG100-1.06_GwFPGA云源软件用户手册.pdf

1 About This Guide

1.4 Support and Feedback

Terminology and Abbreviations

Meaning

LED

Light Emitting Diode

GPIO Gowin Programmable Input/Output
LUT4 4-input Look-up Tables

SSRAM Shadow Static Random Access Memory
BSRAM Block Static Random Access Memory
PLL Phase-locked Loop

LVDS Low-Voltage Differential Signaling

DSP Digital Signal Processing

SPMI System Power Management Interface
FN32 QFN32 package

1.4 Support and Feedback

Gowin Semiconductor provides customers with comprehensive

technical support. If you have any questions, comments, or suggestions,
please feel free to contact us directly by the following ways.

Website: www.gowinsemi.com

E-mail: support@gowinsemi.com

DBUG393-1.0E 2(16)
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2 Introduction 2.1 Overview

2 Introduction

2.1 Overview

Figure 2-1 DK_START_GWI1NZ-LV1FN32C6I5_V3.1 Development Board
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This development board adopts the GW1NZ-1 series of FPGA device.
The GW1NZ series of FPGA products are the first generation products in
the LittleBee® family. It has the characteristics of low power consumption,
instant on, low cost, non-volatile, high security, various packages, and
flexible usage. They can be widely used in communication, industry control,
consumption, video control, etc.

GOWINSEMI provides a new generation of FPGA hardware

DBUG393-1.0E 3(16)




2 Introduction 2.2 Development Kit

development environment that supports FPGA synthesis, placement &
routing, bitstream generation and download, etc.

The development board offers USB download interface, GPIO
interfaces, SPMI, keys, LEDs, etc., which is useful for both developers and
learners.

2.2 Development Kit

The development board kit includes the following items:
® DK _START_GW1NZ-LV1FN32C615_V3.1 development board
® 5V power (Input: 100-240V~50/60Hz 0.5A, output: DC 5V 2A)
e USB Mini-B cable
Figure 2-2 A Development Kit

(D DK_START_GWINZ-LVI1FN32C6I5_V3.1
development board

@ 5V power supply
(® USB Mini-B cable
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2Introduction 2.3 PCB Components

2.3 PCB Components

Figure 2-3 PCB Components

USB-t0-JTAG Chlp Power Ch|p*3
Power
usB Outlet
Download
Power
Level Switch
Conversion Ze Voltage
Chip - Selectiol
o)
SPMIJTAG 8 GPIo
Selection AN
Y R —
sPMi 1§ GOWINBET
Test Pin ’ S|
KKK Reset
Key
OSC
Dial Switch FPGA LED*2 DONE
L]
2.4 System Block Diagram
Figure 2-4 System Block Diagram
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2Introduction

2.5Features

2.5 Features

DBUG393-1.0E

The structure and features of the development board are as follows:

1.

FPGA
QFN32 package
25 user 1/Os

Abundant LUT4 resources

Supports LV and UV
Embedded SPMI

FPGA Configuration Mode

o JTAG

e AUTO BOOT

e DUAL BOOT

Clock resource

® 12MHz Clock Crystal Oscillator
® 50MHz Clock Crystal Oscillator
Key

One reset key
Switches

® 1 9-bit dip switch
® 4 slide switch
LED

® 1 power indicator (green)
e 1 DONE indicator
® 2 LEDs (green)
Memory device
64Kbit built-in Flash
GPIO

17 1/Os

LDO Power

® Inverse voltage protection, overcurrent protection
® Supports 5V, 3.3V, 1.8V, and 2V power supply

Embedded flash, data not easily lost if power down

Multiple modes and capacities of SSRAM

6(16)




2Introduction

2.6Development Board Description

2.6 Development Board Description

Table 2-1 Development Board Description

No. | Name Functional Description Technical Condition Note
1 FPGA Core chip - -
Supports JTAG and .
2 D I B I terf -
ownload AUTOBOOT USB download interface
Input power: 5V
Provides power for
download circuit and other
. . circuits viathe 5V to 3.3V
Provides 5V input; 3.3V, | | |
g | Fower 18vandoov/12y | ot
Supply ' o o Provides power for FPGA
output via LDO circuit . L
via 5V to 1.8V circuit;
Provides power for FPGA
via 3.3V to 0.9v/1.2V
circuit.
4 Switches Available for SPMI test 4 -
. ) Available for
5 Dip switch . . 1 -
multiplexing 10 test
6 Reset key FPGA reset 1 -
Test indicator, DONE 2 test indicators, green;
7 LED indicator, Power 1 DONE indicator, green -
indicator 1 Power indicator, green
8 Crystal Provide 12MHz/ 50MHz Package5032
Oscillator | clock for FPGA g
9 GPIO I/O for user to extend 17 B
and test
Available for FPGA k
Select Bank vailable for FPGA ban
10 voltage and core voltage | 3 -
voltage
test
11 | Voltage - Input Voltage: 5V -
12 | Humidity - 95% -
13 | Temperature | — Operating range: —20°~70° | —

DBUG393-1.0E
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3 Development Board Circuit 3.1 FPGA Module

3 Development Board Circuit

3.1 FPGA Module

Overview

For the resources of GW1NZ series of FPGA Products, see DS841,
GW1NZ Series of FPGA Products Data Sheet.

I/O BANK Introduction

For the 1/0O BANK, package, and pinout information, see UG843,
GW1NZ Series of FPGA Products Package and Pinout User Guide.

3.2 Download

3.2.1 Overview

The development board provides an USB download interface. The
bitstream file can be downloaded to the internal SRAM, or internal flash as
needed.

Note!

e When downloaded to SRAM, the bitstream file will be lost if the device is powered
down, and it will need to be downloaded again after power-on.
e |f downloaded to flash, the bitstream file will not be lost if the device is powered down.

DBUG393-1.0E 8(16)
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3 Development Board Circuit

3.3 Power Supply

3.2.2 USB Download Circuit

Figure 3-1 FPGA USB Download Diagram

3.2.3 Download Flow

us

USB-to-JTAG

chip

u1

TMS

0‘0 0‘0

GOWINGEZE

TCK

TDI 3

TDO

[N

Little
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1. SRAM: Scan the device and download bitstream after power on. When

Done is on, it indicates it is successful.

2. Internal Flash: Power on and download. After downloading the
bitstream file successfully, it can power down to reset and load the bit
file from the internal Flash. When the Done is on, it indicates that the
download has been successful.

3.2.4 Pinout
Table 3-1 FPGA Download Pinout
Name Pin No. BANK Description I/O Level
TDI 3 0 JTAG Signal 1.8V /3.3V
TCK 6 0 JTAG Signal 1.8V /3.3V
T™MS 7 0 JTAG Signal 1.8V /3.3V
TDO 1 0 JTAG Signal 1.8V /3.3V
3.3 Power Supply

3.3.1 Overview

The development board is powered via a power adapter. The input
parameter is 100-240V~50/60MHz 0.8A, and the output is DC +5V 2A.

DK_START_GW1NZ-LV1FN32C615_V3.1 development board uses
LDO power supply chip to step down voltage from 5V to 3.3V, 1.8V, and
0.9V. The power supply current can support up to 2A. The input voltage is
5V, which can meet the required power of the development board.

DBUG393-1.0E
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3 Development Board Circuit

3.4 Clock, Reset

3.4 Clock, Reset

3.4.1 Overview

The development board provides a 12MHz/50MHz 1 crystal oscillator
connected to the GCLK input pin. This can be employed as the global clock.
Frequency division and multiplication of PLL can provide clocks required by

users.
Note!

DK_START_GW1NZ-LV1FEN32C615_V3.1 development board provides 50MHz clock input.
The crystal oscillator input provided by the development board depends on the FPGA

device on the board.

3.4.2 Clock, Reset Circuit

Figure 3-2 Clock, Reset

3.3V

LUT

abmgi1  |RST_N

I'I_ S

TL
=

X2

3.4.3 Pinout

CLK

e
HHg

iR

f

Table 3-2 FPGA Clock and Reset Pinout

U4

oy

GOWINEE

Little

GW1NZ-LV1FN32C6/I5

FPGA_RST_N 11

FPGA_CLK 19

Name Pin No. BANK Description I/O Level
FPGA CLK 19 1 Active crystal | 4 g\//3 3y
- oscillator Input
R ignal
FPGA RST2 N | 11 1 esetSignal, | 4 o\/3.3v
- - active-low

DBUG393-1.0E
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3 Development Board Circuit 3.5LED

3.5 LED

3.5.1 Overview

There are two green LEDs on the development board. You can test
and verify the development board through LEDs. To use them, the LED1
and LED2 of S1 must be set to ON.

You can test the LEDs in the following ways:

® When the FPGA corresponding pin output signal is logic low , the LED
is lit;

e |[f the signal is high, LED is off.

3.5.2 LED Circuit

Figure 3-3 LED Circuit

S1

= NEnIEE ==
= Ngam = ua
VCC3P3 e ] =
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; A2 bz eI = " GOWINEE
r——
3 » 77 LED1 i 14
g obam B Lt
e[ ] b LS
o [ ] oo GW1NZ-LV1FN32C6/I5
3.5.3 Pinout
Table 3-3 LED Pinout
Name Pin No. BANK Description 1/0O Level
F LED1 14 1 LED 1 1.8V/3.3V
F LED2 12 1 LED 2 1.8V/3.3V

DBUG393-1.0E 11(16)




3 Development Board Circuit

3.6 Switches Module

3.6 Switches Module

3.6.1 Overview

There are four slide switches on the development board available for
SPMI test. Set to SPMI, JTAG is multiplexed to SPMI; Set to JTAG, itis
JTAG download.

3.6.2 Switches Circuit

Figure 3-4 Switches Circuit

VCC3P3
SW2
o

SW3

SW4

SW5

3.6.3 Pinout

U4

SPMI_TCK ¢

X

SPMI_TDO 1 GOWI N%E

= 1 fle

SPMI_TDI 3 GW1NZ-LV1FN32C6/I5

Table 3-4 Switches Pinout

Signal Name | Pin No. BANK Description I/O Level

SPMI_TCK 6 0 SPMI 1.8V/3.3V
SPMI_TDO 1 0 SPMI 1.8V/3.3V
SPMI_TMS 7 0 SPMI 1.8V/3.3V
SPMI_TDI 3 0 SPMI 1.8V/3.3V

DBUG393-1.0E
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3Development Board Circuit 3.7 GPIO

3.7 GPIO

3.7.1 Overview

One 2.54mm DC3-20P socket is reserved on the development board
for function extension and testing

3.7.2 GPIO Circuit

Figure 3-5 GPIO Circuit

J8

HAIOL 1 .ﬁ 2 H A 102

H A 103 3 ® 4 H_A 104

H_A_I05 & . 6 H_A_I06

HAI07 7 . 8 H A 108

HAIO9 g Q 10H_A_1010

H_A_1011 11 .‘ 12 H_A_1012

H A 1013 13 é 14 H_A_I014

H A 1015 15 . 16 H A 1016

H_A_1017 17 .= 18

19 é 20
= GPIO =
3.7.3 Pinout
Table 3-5 GPIO Pinout
Signal Name | Pin No. 20P Socket | BANK | Description | I/O Level
Pin No.

H A_101 32 1 0 General /0 | 1.8V/3.3V
H A 102 31 2 0 General /0 | 1.8V/3.3V
H A_103 30 3 0 General /0 | 1.8V/3.3V
H A 104 29 4 0 General /0 | 1.8V/3.3V
H_A 105 2 5 0 General I/0 | 1.8V/3.3V

DBUG393-1.0E 13(16)




3Development Board Circuit

3.7 GPIO

DBUG393-1.0E

Signal Name | Pin No. 20P Socket | BANK | Description | I/O Level
Pin No.

H_A 106 27 6 0 General I/0 | 1.8V/3.3V
H_A 107 26 7 0 General I/0 | 1.8V/3.3V
H_A 108 25 8 0 General I/0 | 1.8V/3.3V
H_A 109 24 9 1 General I/O | 1.8V/3.3V
H_A 1010 23 10 1 General I/O | 1.8V/3.3V
H_A 1011 22 11 1 General /0 | 1.8V/3.3V
H_A 1012 21 12 1 General I/0 | 1.8V/3.3V
H_A 1013 20 13 1 General I/O0 | 1.8V/3.3V
H_A 1014 18 14 1 General I/0 | 1.8V/3.3V
H_A_1015 17 15 1 General /0 | 1.8V/3.3V
H_A_1016 16 16 1 General /0 | 1.8V/3.3V
H_A_1017 15 17 1 General /0 | 1.8V/3.3V
GND - 18 -- - -

GND - 19 -- - -

GND -- 20 -- - -

14(16)




4 Considerations

4 Considerations

Considerations for the use of development board:
1. Handle with care and pay attention to electrostatic protection;

2. If you use SPMI, set SW2, SW3, SW4, SW5 to JTAG. Download .fs file,
then power off. Set to SPMI, power on again to test and debug;

3. J2 and J3 on the board are VCCX and VCCIO power selection. You
can select 1.8V or 3.3V.

4. In the normal use of the development board, it is necessary to switch
all the nine switches of S1 to ON;

5. When testing the static power consumption, nine switches of the S1
need to be turned off.

DBUG393-1.0E 15(16)




5 Gowin Software

5 Gowin Software

See SUG100, Gowin Software User Guide for details.
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