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1 About This Guide

1.1 Purpose

1.1 Purpose

1 About This Guide

The purpose of Gowin SPI Flash Interface Lite (With External Flash) IP

User Guide is to help you to quickly learn the features and usage of Gowin
SPI Flash Interface Lite (With External Flash) IP by providing the
descriptions of functions, ports, timing, configuration and call, reference
design, etc.

1.2 Related Documents

The latest user guides are available on the GOWINSEMI Website. You

can find the related documents at www.gowinsemi.com/en:

IPUG1016-1.1E

DS100, GWI1N series of FPGA Products Data Sheet

DS117, GWINR series of FPGA Products Data Sheet

DS891, GWI1NREF series of FPGA Products Data Sheet

DS821, GWI1NS series of FPGA Products Data Sheet

DS861, GWI1NSR series of FPGA Products Data Sheet

DS881, GWI1NSER series FPGA Products Data Sheet

DS841, GW1NZ series of FPGA Products Data Sheet

DS102, GW2A series of FPGA Products Data Sheet

DS226, GW2AR series of FPGA Products Data Sheet

DS961, GW2ANR series of FPGA Products Data Sheet

DS976, GW2AN-55 Data Sheet

DS971, GW2AN-18X & 9X Data Sheet

SUG100, Gowin Software User Guide
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1 About This Guide 1.3 Terminology and Abbreviations

1.3 Terminology and Abbreviations

Table 1-1 shows the abbreviations and terminology used in this manual.
Table 1-1 Terminology and Abbreviations

Terminology and Abbreviations | Meaning

FPGA Field Programmable Gate Array
SPI Serial Peripheral Interface

AHB Advanced High performance Bus

1.4 Support and Feedback

Gowin Semiconductor provides customers with comprehensive
technical support. If you have any questions, comments, or suggestions,
please feel free to contact us directly using the information provided below.

Website: www.gowinsemi.com

E-mail: support@gowinsemi.com

IPUG1016-1.1E 2(25)
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2 Overview 2.1 Overview

2 Overview

Flash has a non-volatile feature and SPI means serial peripheral
interface. SPI Flash is a Flash memory device that is operated through a
serial interface. Due to its simple interface and small package, SPI Flash is
widely used in audio and video equipments, mobile phones, mobile
peripherals, office equipments and industrial control equipments.

2.1 Overview

Gowin has designed a generic SPI Flash Interface Lite (With External
Flash) IP that provides a lite and common command interface for users to
interconnect with the SPI Flash chip to fulfill access requirements.

Table 2-1 Gowin SPI Flash Interface Lite (With External Flash) IP

Gowin SPI Flash Interface Lite (With External Flash) IP
Logic Resource Please refer to Table 2-2.

Delivered Doc.

Design Files Verilog (encrypted)

Reference Design Verilog

TestBench Verilog

Test and Design Flow

Synthesis Software GowinSynthesis

Application Software Gowin Software (V 1.9.9 Beta-1 and above)
Note!

For the devices supported, you can click here to get the information.

2.2 Features
® Supports AHB bus configuration interface
® Supports standard SPI interface

2.3 Resource Utilization

Gowin SPI Flash Interface Lite (With External Flash) IP can be
implemented by Verilog language. Its performance and resource utilization
may vary when the design is employed in different devices, or at different
densities, speeds, or grades.

IPUG1016-1.1E 3(25)
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2 Overview

2.3 Resource Utilization

IPUG1016-1.1E

Using Gowin GW1NSR-4C series of FPGA as an instance, the
resource utilization of Gowin SPI Flash Interface Lite (With External Flash)
IP is as shown in Table 2-1.

Table 2-2 Resource Utilization

Device Speed Grade Name Resource Utilization | Note
LUT 425

GWI1NSR-4C -6 -
REG 291

4(25)




3 Functional Description

3.1 System Block Diagram

3.1 System Block Diagram

Gowin SPI Flash Interface Lite (With External Flash) IP is a serial
peripheral device interface controller IP that acts as a master device and
connects to SPI Flash devices. SPI transfer format and timing can be
configured via the AHB bus interface. The data transferred by SPI can be
operated in register read/write mode through the AHB bus interface.

The format of the SPI transfer in register read/write mode includes
command, address and data segments. A list of corresponding registers is
provided in the IP to transfer commands, addresses and data via the AHB

IPUG1016-1.1E

bus.

Figure 3-1 System Block Diagram

User
Design
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3 Functional Description

3.2 Port List

3.2 Port List

IPUG1016-1.1E

The 1/O ports of Gowin SPI Flash Interface Lite (With External Flash)
IP are shown in Figure 3-2.

Figure 3-2 Gowin SPI Flash Interface Lite (With External Flash) IP I/O Ports

Diagram
—m | hclk O hrdata_reg[31:0] (==
O hreadyout reg —
— | hresetn - -
O _hresp_reg[10] —W=
=P |_haddr_reg[31:0]
O flash_ck —#
— | hreadyin reg
O flash_csn ™
— |_hsel_reg
10 flash_hold n feg-pe
= |_htrans_reg[10]
10 flash wp n (el
e |_hvvdat; 310
S 10 flach_do je-e
— |_hwrite reg 10 fash_di |-

Ports vary slightly depending on the parameters.

The details of 1/0 ports of Gowin SPI Flash Interface Lite (With
External Flash) IP are shown in Table 3-1.

Table 3-1 Gowin SPI Flash Interface Lite (With External Flash) IP IO Port List

No. Signal Name I/O Description Note
1 |_hclk I AHB bus working clock The I/O of all
2 |_hresetn I AHB bus reset, active-low. the signals
take SPI
3 |_haddr_reg I The address of AHB reg mode | glash
4 O_hrdata_reg @) Read data in AHB reg mode Interface Lite
5 |_hreadyin_reg I Master device ready signal in (With |
AHB reg mode Externa
Flash) IP as a
6 O_hreadyout reg | O Slave device ready signal in reference.
AHB reg mode
7 O_hresp_reg @] Transfer response in AHB reg
mode
8 |_hsel_reg I Slave device selection signal in
AHB reg mode
9 |_htrans_reg I Transfer type in AHB reg mode

6(25)




3 Functional Description

3.3 Register Description

3.3 Register Description

No. | Signal Name I/O Description Note
10 |_hwdata_reg I Write data in AHB reg mode
11 |_hwrite_reg I Read/write signal in AHB reg
mode. 1 for write; O for read.
12 O_flash_ck O SPI Flash clock signal
13 O _flash_cs n O SPI Flash chip selected signal
14 I0_flash_hold_n /0 SPI Flash hold signal
15 I0_flash_wp_n I/1O SPI Flash write protect signal
16 I0_flash_do I/1O SPI Flash data signal MISO
17 10_flash_di I/1O SPI Flash data signal MOSI
Table 3-2 Register List
Address Offset Register Description
0x00~0x0C - Reserved
0x10 TransFmt SPI transfer format register
0x20 TransCtrl SPI transfer control register
0x24 Cmd SPI command register
0x28 Addr SPI address register
0x2C Data SPI data register
0x34 Status SPI status register
0x3C IntrSt SPI interrupt status register
0x40~0x7C - Reserved
Note!
Register read/write definition:
e RO: Read-only
e RW: Read/Write
e WIC: Read, write 1 to clear.
3.3.1 SPI Transfer Format Register (0x10)
Table 3-3 SPI Transfer Format Register
Name Bit(s) Type Description Default
Reserved | 31:18 - - 0x0
AddrLen 17:16 RW Address length (Byte) 0x2
® 0XO0: 1 byte
® 0Ox1: 2 bytes
® 0x2: 3 bytes
® 0x3: 4 bytes
Reserved | 15:13 - - 0x0
DatalLen 12:8 RW Data length (Bit) 0x07
The actual data length is (DataLen+1)
bits.
DataMerge | 7 RW Data merge mode enable, valid only 0x1

IPUG1016-1.1E

DatalLen = 0x07.
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3 Functional Description

3.3 Register Description

IPUG1016-1.1E

Name Bit(s) Type Description Default
® 0Ox1: 4 bytes transfer
® 0x0: Only the lowest byte transfer
Reserved | 6:4 - - 0x0
LSB 3 RW Data transfer order 0x0
® (0XO0: Most significant bit priority
® (0X1: Least significant bit priority
Reserved | 2:0 - - 0x0
Note!

Before the register operation starts, you need to set the value of the SPI transfer format
register, e.g., for a 3-byte address with a data length of 8, set the SPI transfer format
register value to 0x00020780.

3.3.2 SPI Transfer Control Register (0x20)
Table 3-4 SPI Transfer Control Register

Name Bit(s) Type Description Default
Reserved 31 - - 0x0
CmdEn 30 RW SPI command segment enable 0x0
® 0x0: Disable
® 0Ox1: Enable
AddrEn 29 RW SPI address segment enable 0x0
® 0x0: Disable
® 0x1: Enable
Reserved 28 - - 0x0
TransMode | 27:24 RwW Transfer Mode 0x0
® 0x0: Write and read simultaneously
® Ox1: Write-only
® O0x2: Read-only
® 0x3: Write/Read
® O0Ox4: Read/Write
® 0x5: Write/ Dummy/Read
® 0X6: Read/ Dummy/Write
® 0x7: No data (CmdEn or AddrEn
must be enabled)
® 0X8: Dummy/Write
® 0x9: Dummy/Read
® (0Xa~0xf: Reserved
DualQuad | 23:22 RwW SPI data segment format 0x0
® (0XO0: Single mode
® 0Ox1: Reserved
® 0x2: Reserved
® 0x3: Reserved
TokenEn 21 RW Token byte transfer enable 0x0

The address segment is appended with
1 byte during SPI read operation, and
the value is selected from TokenValue.

® 0x0: Disable

8(25)




3 Functional Description

3.3 Register Description

Name Bit(s) Type Description Default
® Ox1: Enable
WrTranCnt | 20:12 RwW Number of write data units 0x0
® WrTranCnt indicates the number of
data units transferred from the data
register to the SPI bus. The actual
quantity is WrTranCnt+1.
® RdTranCnt only works when the
TransMode is 0,1,3,4,5,6 or 8.
® For TransMode 0, WrTranCnt must
be equal to RdTranCnt.
TokenValu | 11 RW Token byte value 0x0
€ ® 0x0: The value is 0x00.
® 0x1: The value is 0x69.
DummyCnt | 10:9 RwW Number of Dummy data 0x0
® The actual quantity is
DummyCnt+1.
® The number of Dummy cycles at
SPl interface is
(DummyCnt+1)*((DataLen+1)/SPI
10 width.
® The data pin is high resistance
during Dummy
® DummyCntis valid only when
TransMode is 5,6,8,9.
® Dummy cycle settings in common
transfer formats are shown in Table
3-5.
RdTranCnt | 8:0 RwW Read the number of data units 0x0
® RdTranCnt indicates the number of
data units received from the SPI
bus and stored in the data register,
and the actual number is
(RdTranCnt+1).
® RdTranCnt only works when the
TransMode is 0,2,3,4,5,6 or 9.
® For TransMode 0, WrTranCnt must
be equal to RdTranCnt.

Table 3-5 Dummy Cycle Settings in Common Transfer Formats

'I\I'/Irgggfer DummyCnt+1 | DataLen+1 | DualQuad gllz?mgyr/f;)g:les ILNE
Dummy Cycle 1 8 Single 8

3.3.3 SPI Command Register (0x24)
Table 3-6 SPI Command Register
Name Bit(s) Type Description Default
Reserved | 31:8 - - 0x0
CMD 7:0 RwW SPI Command 0x0

IPUG1016-1.1E

9(25)




3 Functional Description 3.3 Register Description

3.3.4 SPI Address Register (0x28)
Table 3-7 SPI Address Register

Name Bit(s) Type Description Default
ADDR 31:0 RW SPI address 0x0
3.3.5 SPI Data Register (0x2C)
Table 3-8 SPI Data Register
Name Bit(s) Type Description Default
DATA 31:0 RW SPI transmits or receives data. 0x0
For write operations, data writes to
the TX register. Low bytes first transfer If
the TX register is written and the
SPIActive bit of the status register is 1,
the hready signal is pulled down to
insert the wait state.
For read operations, read data from
RX register. Low bytes first transfer If the
RX Register is empty and the SPIActive
bit of the status register is 1, the hready
signal is pulled down to insert the wait
state.
3.3.6 SPI Status Register (0x34)
Table 3-9 SPI Status Register
Name Bit(s) Type Description Default
Reserved | 31:1 - - 0x0
SPIActive |0 RO The flag of SPI register active 0x0
The SPIActive changes to 1 when the
SPI command register is written, and to
0 when the transfer is completed.
3.3.7 SPI Interrupt Status Register (0x3C)
Table 3-10 SPI Interrupt Status Register
Name Bit(s) | Type Description Default
Reserved 31:5 - - 0x0
EndIint 4 wicC SPI transfer end interrupt 0x0
This bit is set to 1 when SPI transfer end
interrupt is triggered.
Reserved 3:0 - - 0x0

IPUG1016-1.1E
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3 Functional Description

3.4 Hardware Configuration Description

3.4 Hardware Configuration Description

3.4.1 Read and Write Buffer Description

In Lite mode, buffer depth can not be configured and is fixed to 1, i.e.,
a maximum of 4 bytes.

WrTranCnt and RdTranCnt of the transfer control register can be

configured to a maximum of 3.

3.4.2 Pin Description

In Lite mode, it only supports standard SPI mode, so 10_flash_hold_n
and 10_flash_wp_n are not controlled and the output are high.

3.5 Read and Write Operation Flow

In this manual, use SPI Flash W25Q64DW as an example to illustrate
the data read and write operation steps of SPI Flash Interface Lite (With
External Flash) IP. This IP only supports standard SPI mode, so Dual SPI
and Quad SPI mode are not supported. The list of SPI Flash commands
(excluding Dual SPI, Quad SPI mode commands) is as follows.

Table 3-11 List of SPI Flash Some Commands (Excluding Dual SPI, Quad SPI Mode

Commands)
Instruction Name Bytel Byte2 Byte3 Byte4 Byte5 Byte6
Standard SPI
Write Enable 06H — — - - -
Write Disable 04H - - - - -
Read Status Register-1 | 05H (57-S0) - - - -
Read Status Register-2 | 35H (515-S8) - - - -
Write Status Register O1H (§7-S0) (515-S8) - - -
Page Program 02H A23-Al16 Al15-A8 A7-AO0 D7-DO D7-DO
Sector Erase(4KB) 20H A23-A16 Al15-A8 A7-AO0 - -
Block Erase(32KB) 52H A23-Al16 Al15-A8 A7-AO0 - -
Block Erase(64KB) D8H A23-Al16 Al15-A8 A7-AO0 - -
Chip Erase C7/60H - - - - -
Read Data O3H A23-Al16 A15-A8 A7-A0 (D7-DO0) -
ggf/‘g év'laD””faCt”re" 90H dummy | dummy | OOH (MF7-MFO) | (ID7-IDO)
Read JEDEC ID 9FH (MF7-MF0) | (ID15-1D8) | (ID7-ID0) | — -

3.5.1 Write Enable (06H) Operating Process

The process is as follows:

1. Set SPI transfer control register (0x20) to 0x47000000

a) CmdeEn=1

b) TransMode = 0x7 (no data)

IPUG1016-1.1E
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3 Functional Description 3.5 Read and Write Operation Flow

2. Set SPI command register (0x24) to 0x00000006
CMD = 0x06
Figure 3-3 Write Enable Timing Diagram

}4— Instruction (06h) —h{

109 X\ /N L X

Do High Impedance

3.5.2 Write Disable (04H) Operating Process

The process is as follows:

1. Set SPI transfer control register (0x20) to 0x47000000
a) Cmden=1
b) TransMode = 0x7 (no data)

2. Set SPI command register (0x24) to 0x00000004
CMD = 0x04

Figure 3-4 Write Disable Timing Diagram

I-c— Instruction (04h) —r-+
]} T\ /_X—
(1Gy) /_\
DO High Impedance
(10,)

3.5.3 Read Status Register (05H/35H) Operating Process

The process is as follows:

1. Set SPI transfer control register (0x20) to 0x42000000
a) CmdeEn=1
b) TransMode = 0x2 (Read-only)

2. Set SPI command register (0x24) to 0x00000005
CMD = 0x05

3. Read SPI data register (0x2C)

IPUG1016-1.1E 12(25)




3 Functional Description 3.5 Read and Write Operation Flow

Figure 3-5 Read Status Register Timing Diagram

[—
J
Mode 2 0 1 2 3 4 5 B 7 ] 9 0 11 12 13 14 15 18 17 18 19 20 21 22 23

"""" =i
CLK  Modeo ! ||||||||||||||||||||||||||||||||||||||||'_
|«— instruction (05h or 35n) —+] i i
DI :; :; y—
10, SN XXX XX XX X
. -+— Status Register 1 or 2 out —H— Status Reaqister 1 or 2 cut —|-|
Do High Impedance

(10 2,0.6.0.0.0.0.0.0,0.0.0.0.0.0.0.6

* =MEB

3.5.4 Write Status Register (01H) Operatmg Process
The process is as follows:
1. Set SPI transfer control register (0x20) to 0x41000000.
a) CmdEn=1
b) TransMode = 0x1 (Write-only)
2. Set SPI data register (0x2C) to 0x00000200
DATA = 0x00000200 (Close Protect Bit, QE bit holds 1)
3. Set SPI command register (0x24) to 0x00000001.

CMD = 0x01
Figure 3-6 Write Status RegisterTiming Diagram
fC5 , /

Mode 3 0 1 2 3 4 5 6 7 8 8 0 11 12 13 14 15 16 17 18 18 20 21 22 23 Mode 3

|-— Instruction (01h) —-|-— Status Register 1 in —-|-— Status Register 2 in —-l

0y 9.0.0.0.60.6.000000600006:
* *
DO High Impedance

3.5.5 Read Data (03H) Operating Process

For example, the operating process of read 4 bytes in succession is as

follows:

1. Set SPI transfer control register (0x20) to 0x62000003
a) CmdeEn=1
b) AddrEn=1

c) TransMode = 0x2 (read-only)
d) RdTranCnt = 3 (Total number of transfer - 1)
2. Set SPI address register (0x28) to 0x00000000
ADDR = 0x00000000
3. Set SPI command register (0x24) to 0x00000003
CMD = 0x03
4. Read SPI data register (0x2C)
Read up to 4 bytes at a time

IPUG1016-1.1E 13(25)




3 Functional Description 3.5 Read and Write Operation Flow

Figure 3-7 Read Data Timing Diagram

ICS N\ N —
_Mode3_ 0 1 2 3 4 5 & 7 8 8 10 28 29 30 31 32 33 M 35 3B/ I 38| 38

CLK  modeD —
|-1— Instruction {03h) —I-|-l— 24-Bit Address —-i I

@2y X\ XXX XX XX~

Do High Impedance Data Out 1 —

(10,) il : 9609909 7 —

* = MSB

3.5.6 Page Program (02H) Operating Process

For example, the operating process of write 4 bytes in succession is as
follows; there are two steps, the first is to erase data and the second is to
write data.

1. Erase data

a) Set SPI transfer control register (0x20) to 0x47000000
i. CmdEn=1
ii. TransMode = 0x7 (no data)

b) Set SPI command register (0x24) to 0x00000006
CMD = 0x06

c) Set SPI transfer control register (0x20) to 0x67000000
. CmdEn=1
ii. AddrEn=1
iii. TransMode = 0x7 (no data)

d) Set SPI address register (0x28) to 0x00000000
ADDR = 0x00000000

e) Set SPI command register (0x24) to 0x00000020
CMD = 0x20 (sector erase)

2. Write data
a) Set SPI transfer control register (0x20) to 0x47000000
. CmdEn=1

ii. TransMode = 0x7 (no data)

b) Set SPI command register (0x24) to 0x00000006
CMD = 0x06

c) Set SPI transfer control register (0x20) to 0x61003000
. CmdEn=1
ii. AddrEn=1
lii. TransMode = 0x1 (write-only)
iv. WrTranCnt = 3 (Total number of transfer - 1)

d) Set SPI data register (0x2C) to 0x33221100

IPUG1016-1.1E 14(25)




3 Functional Description 3.5 Read and Write Operation Flow

DATA = 0x33221100 (1~4 bytes)

e) Set SPI address register (0x28) to 0x00000000
ADDR = 0x00000000

f) Set SPI command register (0x24) to 0x00000002
CMD = 0x02

Note!

The erase command is to set the corresponding area data of Flash to 1. There are 4 erase
commands including 4 KB sector erase, 32 KB block erase, 64 KB block erase, and chip
erase. If there are other valid data in the erased area, the user needs to read the other
data in the erased area before write, and then write back in time.

Figure 3-8 Page Program Timing Diagram

Ics \ N
_Moged_ 0 1 2 3 4 5 € 7 8 9 W 2 2 33 M 2 3} B B ¥ ¥ W W __
CLK _ MogeD
|-— Instruction (02h) —..I..— 24 Bit Address —+— Data Byte 1 —-|
DI ===
10y —X N\ 6000000000008
¥ &
* =SB
Ics /
B E E £ B E E B
30 40 41 42 43 44 45 46 47 48 40 S0 51 52 53 54 55 & & & & & __Mode3

cw LU U UL T T Y T e
[«——  Databpez — ]«  DataBtes — |« DamByess —|
D00 006060600 600060660080000660008:

* *

&

3.5.7 Sector Erase (20H) Operating Process

The process is as follows:

1. Set SPI transfer control register (0x20) to 0x47000000
a) CmdeEn=1
b) TransMode = 0x7 (no data)

2. Set SPI command register (0x24) to 0x00000006
CMD = 0x06

3. Set SPI transfer control register (0x20) to 0x67000000
a) CmdeEn=1
b) AddrEn=1
c) TransMode = 0x7 (no data)

4. Set SPI address register (0x28) to 0x00000000
ADDR = 0x00000000

5. Set SPI command register (0x24) to 0x00000020
CMD = 0x20 (sector erase)
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3 Functional Description 3.5 Read and Write Operation Flow

Figure 3-9 Chip Erase Timing Diagram

ics T\ | yau

}-7 Instruction (20h) 4% 24-Bit Address 4>|
109 —X\ /" \ ABEXZ~ XXX X
*

DO High Impedance

{104) * = MSB

3.5.8 32 KB Block Erase (52H) Operating Process

The process is as follows:

1. Set SPI transfer control register (0x20) to 0x47000000
a) Cmden=1
b) TransMode = 0x7 (no data)

2. Set SPI command register (0x24) to 0x00000006
CMD = 0x06

3. Set SPI transfer control register (0x20) to 0x67000000
a) CmdeEn=1
b) AddrEn=1
c) TransMode = 0x7 (no data)

4. Set SPI address register (0x28) to 0x00000000
ADDR = 0x00000000

5. Set SPI command register (0x24) to 0x00000052
CMD = 0x52 (32KB block erase)

Figure 3-10 32 KB Block Erase Timing Diagram

cs — \ .\ /S

Mode 3 0 1 2 3 4 5 6 i 8 9 29 30 A Mode 3

|<— Instruction (52h) —+— 24-Bit Address —>{
DI
{Ion}w XXX X

*

oo High Impedance

(10,) * = MSB

3.5.9 64 KB Block Erase (D8H) Operating Process
The process is as follows:
1. Set SPI transfer control register (0x20) to 0x47000000
a) CmdEn=1
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b) TransMode = 0x7 (no data)

2. Set SPI command register (0x24) to 0x00000006
CMD = 0x06

3. Set SPI transfer control register (0x20) to 0x67000000
a) CmdEn=1
b) AddrEn=1
c) TransMode = 0x7 (no data)

4. Set SPI address register (0x28) to 0x00000000
ADDR = 0x00000000

5. Set SPI command register (0x24) to 0x000000D8
CMD = 0xD8 (64 KB block erase)

Figure 3-11 64 KB Block Erase Timing Diagram

s\ | /S

}<— Instruction (D8h) —+— 24-Bit Address —>{
DI
{|ou;._x_/ _/ \_@@_‘ XXX X

oo High Impedance
(104)

* = MSB

3.5.10 Chip Erase (60/C7H) Operating Process

The process is as follows:

1. Set SPI transfer control register (0x20) to 0x47000000
a) CmdeEn=1
b) TransMode = 0x7 (no data)

2. Set SPI command register (0x24) to 0x00000006
CMD = 0x06

3. Set SPI transfer control register (0x20) to 0x47000000
a) CmdeEn=1
b) TransMode = 0x7 (no data)

4. Set SPI command register (0x24) to 0x00000060
CMD = 0x60 (chip erase)
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3 Functional Description 3.5 Read and Write Operation Flow

Figure 3-12 Chip Erase Timing Diagram

es O\ e

la—— Instruction (CTh/60h) —]

oy X 7 \_/ X

Do High Impedance
(19,

3.5.11 Read Manufacturer/Device ID (90H) Operating Process

The process is as follows:

1. Set SPI transfer control register (0x20) to 0x62000001
a) CmdeEn=1
b) AddrEn=1
c) TransMode = 0x2 (read-only)
d) RdTranCnt = 1 (Total number of transfer - 1)

2. Set SPI address register (0x28) to 0x00000000
ADDR = 0x00000000

3. Set SPI command register (0x24) to 0x00000090
CMD = 0x90

4. Read SPI data register (0x2C)
Figure 3-13 Read Manufacturer/Device ID Timing Diagram

__Mode3 0 1 2 3 4 5 6 7 8 9 10  ®m 2 3
[}
}-— Instruction (90h) —+— Address (000000h) —-|
DI
oy — X/ N/ \ 9.0 02660 0.0l
*

DO High Impedance
(10,)
* =M3B
ICS /
31 32 33 34 35 3/ I 38 3 40 41 42 43 44 45 4B Mode 3

o U U UL UL L L seseo.

ST X XXX T X XXX

v

o | | |
10) — 006006000

i--— Manufacturer ID (EFh) —H:--*— Device 1D —
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3.5.12 Read JEDEC ID (9FH) Operating Process

The process is as follows:

1. Set SPI transfer control register (0x20) to 0x42000002
a) CmdeEn=1
b) TransMode = 0x2 (Read-only)
c) RdTranCnt = 2 (Total number of transfer - 1)

2. Set SPI command register (0x24) to 0OxO000009F
CMD = Ox9F

3. Read SPI data register (0x2C)
Figure 3-14 Read JEDEC ID Timing Diagram

ICS Y

}-— Instruction (9Fh) —-|
Dl s =
og X/ N/ N X X X X |
y=— Manufacturer ID (EFh) ——|

Do High Impedance Y, \
{10,) \_/
#* = MSB

15 16 17 18 19 20 21 22 23 24 35 26 27 28 28 30 Mode 3
r

8 X XXX X X XX

r——  Memory Type ID15-8 Capacity ID7T-0  ————

G 000.0°00.00.000006000
3.6 Timing Description

This section describes the timing of Gowin SPI Flash Interface Lite
(With External Flash) IP.

3.6.1 SPI Interface Timing
The timing diagram of SPI Flash read interface is as shown in Figure

3-15.
Figure 3-15 Timing Diagram of SPI Flash Read Interface
cs#  \
01 23 45678 910 28 29 30 31 32 33 34 35 36 37 38 29
SoLK :LUWI.HIW __ﬂ_l@_l_l_l_lll_l_llﬂﬂf [
l«—— Command 24-bit address
st /L, 03+ 1e5€2&)- — XXX /LTI T
High-Z MSB f Data Cutt Data Out2
S0 2.0.9.00.9.0
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The timing diagram of SPI Flash write interface is as shown in Figure
3-16 .

Figure 3-16 Timing Diagram of SPI Flash Write Interface

cs#  \

0123 45678 910 28 29 30 31 32 33 34 35 36 37 38 39

ﬂ_ﬂ_I'I_I'IJ'I_I'I_I'I_I'I_I'I_H_ﬂ_I'L

l—— Command 24-bit address —..lq— Data Byte1
st J//IX 02H M@@@ 990@90990@

3.6.2 AHB Interface Timing

Figure 3-17 AHB Bus Transfer Interface Timing without Waiting State
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Figure 3-18 AHB Bus Transfer Interface Timing with Waiting State
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You can use IP core generator tool in Gowin Software to call and

Interface Configuration

configure Gowin SPI Flash Interface Lite (With External Flash) IP.
1. Open IP Core Generator

After creating the project, click "Tools > IP Core Generator" to open the
IP Core Generator, as shown in Figure 4-1.

Figure 4-1 Open IP Core Generator

A GOWIN FPGA Designer - [Design Summary]

- o X
Fle Edit Project Tools Window Help ElE]
Start Pa, =
| Start Page &2
Process % Gowin Analyzer Oscilloscope
- Project File: F:\proj\Gowin_SPIFlash_Interface_Lite_RefDesign\project\test_top.aprj
Synthesis Tool: GowinSynthesis
Part Number: GWINSRLV4CQN4SPC7/16
% Options Series: GWINSR
Netlit File Device: GWINSR-4C
¥ m8 Place & Route Package: QFN4gP
Place & Route Report Speed Grade: 716
Timing Analysis Report e — W
Ports & Pins Report
Power Analysis Repart
11§ Program Device
Desig! Process Hi hy Start Page Design Summar; y
Console & X
%
Console  Messag

2. Open SPI Flash Interface Lite (With External Flash) IP Core

Click "Memory Control" option, and double-click on "SPI Flash Interface
Lite (With External Flash)" to open the configuration interface, as shown in

Figure 4-2.
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Figure 4-2 Open SPI Flash Interface Lite (With External Flash) IP Core

A GOWIN FPGA Designer - [IP Core Generator] - u] X
% Ele Edit Project Jools Window Help -8 %
= o . . =
o i E | 5 g -
Process. 8 x .
Target Device: | GW1NSR-LVACQN48PCT/I6
Design Summar
L e v Filter ~
~ [% User Constraints
: Name ~
(58 FloorPlanner SPI Flash Interface
o . . DDRx SDRAM Memory Interface . .
£ Timing Constraints Editor . the(wlth External
~ I Synthesize PSRAM Memory Interface
Synthesis Report PSRAM Memory Interface V2.0 FIaSh)
s SDR SDRAM Memory Interface
Netlist File Inf ;
nformation
~ Place & Route 'L RAM Based Shift Register
Place & Route Report " RPC Memory Interface . .
Timine Aralves Report 5L RPC PHY Interface Type: SPI Flash Interface Lite(With External Flash)
iming Analysis Repor - .
§ fAnaysis Tep & 5Pl Flash Interface Lite(With External Flash) Vendor: GOWIN Semiconductor
Ports & Pins Report 'l SPI Flash Interface(With External Flash)
Power Analysis Report v Summary
‘,E'i Program Device Microprocessor System
Multimedia v Tha Cauin CNT Clamh Tréarfaea |iEAl\Alith Cubarmal Claskh) 7
< > <
Design  Process  Hierarchy Start Page Design Summary IP Core Generator [
Console 8 X
%
Console ~ Message

3. SPI Flash Interface Lite (With External Flash) IP Core Port Interface

On the left of the configuration interface is the port diagram of SPI
Flash Interface Lite (With External Flash) IP core, as shown in Figure 4-3.

Figure 4-3 SPI Flash Interface Lite (With External Flash) IP Core Port Diagram

A 1P Customization

SPI Flash Interface Lite

Part Number: | GW1NSR-LVACQN4BPC7/16| Language:

Verilog

? X
R
R
General
Device: | GW1NSR-4C |

File Name: |spi_ﬂash_inter‘[ace_|ite | Module Name: sh_Interface_Lite_Top
— ek O hrdan_egi310] (== Create In: l;h_lnter{ace_Lite_RefDesign\project\src\spi_ﬂash_inter‘face_lite|
— O hreadyaut my e Synthesis Tool: | GowinSynthesis hd
_hmsem
@ hesp_e —- .
e | haddlr reg |21 0] SR Options
O foash cic [~
¥ Lhmadyin reg Generation Config
@ flash csn [~
— el g
@ fash_ nakin [ Disable I/ Insertion
sl |_htrans reg(1:0]
K3 flash_wp_n el
| edata regianal i flash da el
— | hwrte reg 0 flash i -

Cancel
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4. Configure Basic Information

See the basic information in the upper part of the configuration
interface. Take GW1NSR-4C chip as an example, and select QN48P
package. The "Module Name" displays the top-level file name of the
generated project, and the default is "SPI_Flash_Interface_Lite_Top"; you
can modify the name. The "File Name" displays the folder generated by the
IP core, which contains the files required by SPI Flash Interface Lite (With
External Flash) IP core, and the default is "spi_flash_interface_lite", and
you can modify the path. "Create In" displays the path of IP core folder, and
the default is "\project path\src\spi_flash_interface_lite"; you can modify the
path.

Figure 4-4 Basic Information Configuration Interface

General
Device: | GWINSR-4C |
Part Number: | GWINSR-LV4CQN48PC7/16| Language: Verilog ~
File Name: |spi_f|ash_inter‘face_|ite | Module Name: Ish_lnterface_Lite_Tc'p|
Create In: l;h_lnterfa ce Lite RefDesign\p r::uject\src‘\spi_ﬂash_inter‘face_lite|
Synthesis Tool: | GowinSynthesis -

5. Options

In the "Options" tab, you do not need to configure relevant parameters.
Figure 4-5 Options

Options

Generation Config

Disable /O Insertion
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Reference Design

This chapter is intended to introduce the usage and structure of the
reference design of SPI Flash Interface Lite (With External Flash) IP. For
the details, you can see SPI Flash Interface Lite (With External Flash) IP
Reference Design at Gowinsemi website.

Take DK-GOAI-GW1NSR4C_QN48 V1.1 as an example, and the
diagram of reference design is as shown in Figure 5-1. For the details of
DK-GoAI-GW1INSR4C_QN48 V1.1, you can click here.

Figure 5-1 Block Diagram of Reference Design

DK-GoAI-GWINSR4C_QN48 V1.1

GWI1NSR4

Triger

Y

AHB B
RST_N us SPI Flash Interface

flash_test <:> Lite (With External
LEDO3 |« Flash)

Right flag
SPI Bus

V

SPI Flash

In the reference design, the flash_test module simulates the AHB bus
master device; when pressing the key RST_N, it triggers flash_test to send
write and read commands; perform continuous write and read operations to
the SPI Flash through the SPI Flash Interface Lite (With External Flash) IP,
and then compare the read data with the write data to see whether it is
correct, if it is correct, flash_test sends the Right flag signal to LEDOS3 for
indication; if the light is on, it indicates that the read/write is normal.
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https://www.gowinsemi.com/en/support/devkits/37/

6 File Delivery 6.1 Documentation

File Delivery

The file delivery of Gowin SPI Interface Lite IP includes the
documentation, the design source code, and the reference design.

6.1 Documentation

The folder contains the user guide in PDF.
Table 6-1 Documents List

Name Description

IPUG1016, Gowin SPI Flash Interface Lite | Gowin SPI Flash Interface !_ite _(\Nith

(With External Flash) IP User Guide External Flash) IP User Guide, i.e.,
this manual.

6.2 Design Source Code (Encryption)

The encryption code folder contains the RTL encryption code of Gowin
SPI Flash Interface Lite (With External Flash) IP used for the GUI to
generate the IP core as needed.

Table 6-2 SPI Flash Interface Lite Design Source Code List

Name Description

spi_flash_interface_lite.v The top-level file of the IP core, which provides
users with interface information, encrypted.

6.3 Reference Design

The RefDesign folder contains the netlist file of Gowin SPI Flash
Interface Lite (With External Flash) IP, user reference design, constraints
file, top-level file and the project folder, etc.

Table 6-3 RefDesign Folder Contents List

Name Description

flash_test_top.v The top module of reference design

flash_test.v Test stimulus generation module

test_top.cst Project physical constraints file

test_top.sdc Project timing constraints file

spi_flash_interface_lite SPI Flash Interface Lite (With External Flash) IP folder
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